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In this work the topologically close-packed phases precipitated during annealing of CMSX-4 single-crystal su-
peralloy at temperature 1100 ◦C were investigated. Microstructural analyses were carried out by means of scanning-
and transmission electron microscopy as well as scanning-transmission electron microscopy in high angle annular
dark field mode. Chemical composition in nanoareas was determined using energy dispersive X-ray spectroscopy.
Scanning electron microscopy investigation has shown that the topologically close-packed precipitates were formed
already after 50 h of annealing at temperature 1000 ◦C. With prolongation of the annealing time up to 2500 h
the change of the morphology of topologically close-packed particles from blocky to needle-like occurred. Selected
area electron diffraction analysis indicated that the topologically close-packed precipitates are the orthorhombic
P phase. Quantitative energy dispersive X-ray spectroscopy analysis revealed that the topologically close-packed
precipitates are enriched mostly in Re and W.
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1. Introduction
Single crystal Ni-base superalloys are widely used for
turbine blades in aircraft engines and stationary gas tur-
bines. Their chemical composition undergoes modifica-
tions leading to the increase of their working temperature
as well as improvement of creep, fatigue and corrosion
resistance. The development of the new generations of
single crystal superalloys is related with the addition of
elements which slowly diffuse in nickel, like Cr, W, Mo,
Re, and Ru [1–4]. However, the creep properties of su-
peralloys containing high amounts of refractory elements
decrease due to formation of the intermetallic topologi-
cally close-packed phases, known as TCP [1–8]. The TCP
phases which were reported to be precipitated in sin-
gle crystal superalloys are: σ (tetragonal, P42/mnm), µ
(trigonal, R-3m), P (orthorhombic, Pnma) and R (rhom-
bohedral, P -31m) phases [1, 5, 6].
The present work concerns the investigation of TCP
phases in a commercial second generation single crys-
tal superalloy CMSX-4 subjected to high temperature
annealing at 1100 ◦C. The microstructure of CMSX-4
superalloy in as-received condition consists of γ and γ′
phases. The cuboidal precipitates of γ′ phase (Ni3Al-
based, space group Pm3m) are coherent with the γ phase
matrix (Ni-based solid solution, space group Fm3m),
which presents in the form of narrow channels, separat-
ing the precipitates. Many studies have been carried out
on the characterisation of TCP phases in CMSX-4 su-
peralloy [7–10]. Saunders et al. [7] have reported that in
CMSX-4 σ phase can be formed at temperature below
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950 ◦C, while at higher temperature µ, P and R phases
are formed. They have pointed out that even the small
changes in the Re, W, or Cr concentration in the microar-
eas can result in the formation of any of the possible TCP
phases. Chmiela and co-authors [8] have investigated the
TCP formation in single crystal CMSX-4 superalloy af-
ter long-time high temperature exposure at 1050 ◦C and
1100 ◦C. They have observed the presence of both σ and
P phases. In the CMSX-4 creep deformed at the temper-
ature range from 950 ◦C to 1050 ◦C Cheng et al. [9] and
Choi et al. [10] have observed the µ phase. Chemical com-
position of the TCP phases in CMSX-4 superalloys was
examined mainly by conventional energy-dispersive X-
ray spectrometry (EDS) in scanning- (SEM) or scanning-
transmission electron microscopy (STEM) modes [8, 9].
Due to the limits of EDS, the accuracy of the quantitative
microanalysis was relatively low, and therefore the results
should be regarded as approximate values. Recently, the
advances in analytical electron microscopy enabled to
perform both microstructural analysis and EDS micro-
analysis with high spatial resolution. However, there are
no reports so far on quantitative EDS microanalysis of
phases present in CMSX-4 superalloy performed using a
new technology incorporating four silicon drift detector
(SDD) system. Therefore in this work the microstructure
and chemical composition of as-received CMSX-4 as well
as annealed at temperature 1100 ◦C was investigated us-
ing STEM and modern high spatial resolution and high
efficiency EDS microanalysis.
2. Materials and experimental
The investigation has been performed using CMSX-4
single crystal superalloy delivered by Howmet Ltd, UK,
(1110)
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in the form of 〈001〉 oriented bars. Chemical composi-
tion of the alloy is following (in wt%): Ni–9.5Co–6.4Cr–
6.4Ta–6.4W–5.6Al–2.9Re–1Ti–0.6Mo–0.1Hf. The super-
alloy was received after standard heat treatment. To in-
vestigate the microstructural changes caused by the high
temperature exposure, the specimens cut perpendicular
to [001] crystallographic direction in the single crystal
were isothermally annealed at temperature 1100 ◦C for
the duration 500, 1000, and 2500 h and subsequently
cooled in air. Microstructural investigation was carried
out using SEM, TEM, and STEM. SEM analysis was
performed using FEI Nova NanoSEM 450 microscope
equipped with EDS spectrometer of EDAX. Thin foils for
TEM analysis were prepared by ion beam milling using
the Gatan PIPS. TEM investigation was performed using
JEOL JEM-2010 ARP microscope. Specimens for STEM
and EDS analysis were prepared by focused ion beam
(FIB) milling with use of FEI QUANTA 3D 200i. STEM
analysis in high angle annular dark-field (HAADF) have
been carried out by means of FEI Tecnai Osiris mi-
croscope equipped with X-FEG high brightness electron
source and Super-X EDS system of four SDD detectors.
EDS maps were acquired in STEM mode with the reso-
lution 1024× 1024 pixels and the pixel size of 2 nm. The
EDS data were stored for every point in the scanned area,
which enabled to quantify the spectra at each point and
thus to reconstruct the quantitative EDS maps and line
profiles. Such reconstruction was carried out with the av-
eraging of 5 pixels, which corresponds to 10 nm× 10 nm
square units. Based on the results of quantitative EDS
analysis the average chemical composition of γ, γ′ and
TCP phases was determined.
3. Results and discussion
Figure 1 shows the STEM-HAADF image of the as-
received CMSX-4 superalloy microstructure with the cor-
responding EDS maps. The contrast intensity of STEM-
HAADF images is closely related to the atomic number
Z, being approximately proportional to Z2. The inten-
sity of the γ phase in Fig. 1 is brighter, because it contains
chemical elements with higher mean atomic number than
γ′ cuboidal precipitates. EDS maps Co, Cr, Re, Mo, and
W show higher intensity in the γ phase, thus these ele-
ments partition to the γ channels. The intensity of Al,
Ti, Ta and Ni maps in the γ′ phase indicates that their
concentration is higher than in γ phase.
Fig. 1. STEM-HAADF image of the microstructure of CMSX-4 superalloy in as-received condition and EDS maps of
chemical elements distribution in γ and γ′ phases.
Fig. 2. SEM images of the CMSX-4 superalloy microstructure after annealing at temperature 1100 ◦C for (a) 50 h,
(b) 500 h, (c) 1000 h, (d) 2500 h.
Figures 2a–c show the SEM images of the microstruc-
ture of CMSX-4 after annealing at temperature 1100 ◦C
for 50, 500, 1000, and 2500 h. The changes in morphol-
ogy of the γ, γ′ and TCP phases with the annealing time
can be observed. As it can be seen at SEM images, dur-
ing the high temperature annealing the coalescence of
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cuboidal γ′ precipitates occurred and the continuity of
the γ phase channels was destroyed. The thinner parts
of γ phase were dissolved, which resulted in the forma-
tion of irregular scaffold of continuous wavy channels as
well as isolated γ islands. After 50, 500, and 1000 h
of annealing the TCP precipitates exhibited the blocky
morphology in plane sections of (001)γ . The presence of
pores in the vicinity of TCP particles was observed. EDS
microanalysis in SEM revealed that blocky precipitates
contain Re, W, and Mo. With prolongation of the an-
nealing time up to 2500 h the morphology and chemical
composition of the TCP precipitates have changed and
the needle-like particles rich in Re, W, Mo, Co, and Cr
were present. Around the TCP phases the dissolution
of the γ phase was observed. It suggests that the TCP
phase grow by the uptake of the γ-phase forming ele-
ments. Compared to blocky morphology, the needle-like
precipitates of TCP phases are more intensively investi-
gated due to their potential influence on shortening creep
life-time of single-crystal superalloys [8, 9]. Therefore the
more detailed analysis of TCP phases were performed for
the CMSX-4 annealed at temperature 1100 ◦C for 2500 h.
TEM bright-field images of the TCP phases observed
in the CMSX-4 superalloy annealed at temperature
1100 ◦C for 2500 h are shown in Fig. 3a,c. The selected
area electron diffraction patterns of TCP phases reveal
that they are P orthorhombic phase (Fig. 3b,d). Similar
results have been obtained by Chmiela at al. [8], who ob-
served P phase precipitates in CMSX-4 annealed at tem-
perature 1100 ◦C. The presence of the P phase at tem-
perature above 1000 ◦C was also observed in Alloy 800
by Darolia et al. [6] and in Ru-containing single-crystal
superalloy by Tan et al. [11]. It has been reported that
P phase is more thermodynamically stable than σ and
µ phases and would exist as only phase at temperature
above 1100 ◦C [6, 12].
Fig. 3. TEM images (a,c) and SAED patterns (b,d) of P phase precipitates in CMSX-4 annealed at 1100 ◦C for 2500 h.
Fig. 4. (a) STEM-HAADF image of the microstructure of CMSX-4 superalloy annealed at temperature 1100 ◦C for
2500 h and EDS elemental maps of chemical elements distribution in γ, γ′ and TCP phases, (b) quantitative EDS line
profiles along the line marked in (a).
Figure 4 shows the STEM-HAADF image and EDS
maps of the plate-like TCP phase precipitate surrounded
by the γ′ phase as well as the wavy and isolated channels
of the γ phase. The intensity of the TCP phase in STEM-
HAADF image is brighter than the γ or γ′ phases, which
suggests that it contains more heavier atoms. EDS maps
show that the TCP phase precipitate contains mostly
Re, W, Cr, and Mo, which are γ-phase forming elements.
The EDS data collected at individual spots along the line
marked in STEM-HAADF image were visualised in the
form of line profiles. Figure 4b shows the concentration of
the alloying elements in γ, γ′ and TCP phase precipitate.
It can be visible that the TCP phase particle contains
mostly Re and W.
Figure 5 shows the results of the quantitative evalua-
tion of the average chemical composition of phases exist-
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ing in the as-received CMSX-4 superalloy and annealed at
temperature 1100 ◦C for 2500 h. In as-received condition
the γ phase contains more Co, Cr, Re, and W than the
γ′ phase. After annealing at 1100 ◦C the concentration
of Ni, Ta, and W in γ phase increases, while the amount
of Co, Cr, Mo, Re, and Al decreases. The changes in
the composition of the γ and γ′ phases are associated
with the precipitation of the TCP phases, which contain
mostly Re and W as well as smaller amounts of Ni, Co,
Cr, Ta, and Mo. The mean composition of the TCP
phases is the following (in wt%): 35.9Re–30.9W–10.3Ni–
7.1Co–6.9Cr–6.3Ta–0.4Mo–0.2Al. Re and W are espe-
cially added for solution strengthening of the γ phase,
thus the precipitation of TCP phases is most likely asso-
ciated with the weakening of the γ matrix.
Fig. 5. Average chemical composition of phases in CMSX-4 superalloy in as received condition (γ and γ′) and after
annealing at temperature 1100 ◦C for 2500 h determined by high spatial resolution and high efficiency EDS system.
4. Conclusions
1. The precipitates of TCP phases in CMSX-4 super-
alloy were observed even after short time annealing
for 50 h at temperature 1100 ◦C. With prolonga-
tion of the annealing time up to 2500 h the change
of the morphology of TCP particles from blocky to
needle-like occurred.
2. Selected area electron diffraction analysis indicated
that the needle-like TCP precipitates are the or-
thorhombic P phase.
3. Quantitative EDS analysis revealed that after an-
nealing at temperature 1100 ◦C for 2500 h the aver-
age chemical composition of the TCP phase precip-
itates in CMSX-4 superalloy contains about 36 wt%
Re and 31 wt% W. Because Re and W are added
for solution strengthening of the γ phase, the pre-
cipitation of TCP phases is most likely associated
with the deterioration of the creep strength.
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